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ULM 415 H - TECHNICAL DATA

Capacities Metric

Max. capacity Q 1500 kg

Max. lifting height 4.30 m

Max. outreach 2.62 m

Reach at max. height 1 m

Breakout force with bucket 1880 daN

Weight and dimensions

Shipping mass (min. / max.) 2700 kg / 2900 kg

Ground clearance m4 0.29 m

Wheelbase y 2.13 m

Overall length to carriage (with hitch) l11 3.47 m

Overall length to carriage (without hitch) l3 3.47 m

Front overhang 0.77 m

Overall width b1 1.49 m

Overall cab width b4 0.66 m

Overall height h17 1.92 m

Tilt-down angle a5 116 °

Tilt-up angle a4 23 °

External turning radius (over tyres) Wa1 2.62 m

Standard tires CAMSO - MPT 552 - 10.0/75-15.3 124A8

Steering mode 2 wheel steer, 4 wheel steer, Crab mode

Performances

Lifting 8.80 s

Lowering 7 s

Extension 6.40 s

Retraction 4.30 s

Crowd 3.40 s

Dump 2.60 s

Engine

Engine brand Yanmar

Engine norm Stage V, Tier 4 final

Engine model 3TNV88C-DMU

Number of cylinders - Capacity of cylinders 3 - 1642 cm³

Engine power (Hp / kW) 35.10 Hp / 26.20 kW

Max. torque / Engine rotation 105 Nm @1950 rpm

Drawbar pull (Laden) 2000 daN

Reversible fan Option

Engine cooling system 3 radiators (water + hydraulic oil + fuel)

HVO validated (according to EN 15940 standard) Yes

Transmission

Transmission type Hydrostatic

Number of gears (forward / reverse) 2 / 2

Max. travel speed (may vary according to applicable regulations) 25 km/h

Differential lock Limited slip differential on front and rear axles

Parking brake Automatic negative parking brake

Service brake Hydraulic servo brake

Hydraulics

Hydraulic pump type Gear pump

Hydraulic flow - Pressure 48 l/min - 235 bar

Flow sharing distributor Standard

Tank capacities

Hydraulic tank capacity 39 l

Fuel tank capacity 35 l

Noise and vibration

Noise at driving position (LpA) tested following NF EN 12053 norm 76 dB

Noise to environment (LwA) 104 dB

Vibration on hands/arms < 2.50 m/s²

Miscellaneous

Cab certification ROPS - FOPS cab (level 1)

Controls JSM

Optional tires tab

Overall height Overall width

ALLIANCE - A550 - 305/70 R16.5 141A5 1.95 m 1.49 m

CAMSO - SKS732 - 12-16.5 145A2 1.96 m 1.49 m

MICHELIN - BIBSTEEL ALL TERRAIN - 300/70 R16.5 141A5 1.96 m 1.50 m

MICHELIN - BIBSTEEL HARD SURFACE - 300/70 R16.5 137A8 1.96 m 1.50 m

MITAS - TR-07 - 31x15.50-15 121A8 1.93 m 1.56 m



ULM 415 H - DIMENSIONAL DRAWING

ULM 415 H - LOAD CHART

Machine on tires with forks Metric Machine on tires with forks LC 600 mm Metric



ULM 415 H - COMPATIBLE ATTACHMENTS

BUCKETS

Agricultural Multifunction Grab Bucket - WE
Agricultural Multifunction Grab Bucket - WE - BG 1500 / 600 WE

All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity Heaped capacity

52736705 52742062 52742063 357 mm 550 kg 550 l

Struck capacity Overall weight Overall length Width
Closed grapple

height
Opened grapple

height

340 l 382 kg 1142 mm 1500 mm 798 mm 1281 mm

Mandatory machine equipment:

BUCKETS

Bucket 4 in 1
Bucket 4 in 1 - B4x1 340 / 1500

Skid Steer
Carriage reference

4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity Heaped capacity

52707200 52742064 52742065 310 mm 705 kg 336 l

Struck capacity Overall weight Overall height Overall length Width

263 l 341 kg 855 mm 976 mm 1525 mm

Mandatory machine equipment:

BUCKETS

General Purpose Bucket Essential
General Purpose Bucket Essential - BGP 1500 / 400 Essential

All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity Heaped capacity

52702290 52723638 52723639 417 mm 827 kg 394 l

Struck capacity Overall weight Overall height Overall length Width Depth

311 l 161 kg 625 mm 812 mm 1500 mm 627 mm

Mandatory machine equipment:

BUCKETS

Light Material Bucket
Light Material Bucket - BLM 1500 / 770

All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity Heaped capacity

52706270 52723640 52723641 481 mm 610 kg 763 l

Struck capacity Overall weight Overall height Overall length Width

613 l 209 kg 775 mm 1218 mm 1500 mm

Mandatory machine equipment:



ULM 415 H - COMPATIBLE ATTACHMENTS

CLAMPS

Pot Clamp (Compact machines)
Pot Clamp (Compact machines) - CLP 1000 / 800

All-Tach® Narrow All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity

N51502717 N51502716 52742066 52742067 350 mm 800 kg

Overall weight Overall height Overall length Width
Minimum diameter

/ Maximum
diameter

109 kg 507 mm 1106 mm 686 mm
400 mm / 1050

mm

Mandatory machine equipment:

CLAMPS

Round Bale Clamp (Compact machines)
Round Bale Clamp (Compact machines) - CLBR 2x2 / 800

All-Tach® Narrow All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity

N51502696 N51502631 N51502632 N51502633 341 mm 800 kg

Overall weight Overall height Overall length Width

150 kg 869 mm 910 mm 1090 mm

Mandatory machine equipment:

CLAMPS

Wrapped Bale Clamp (Compact machines)
Wrapped Bale Clamp (Compact machines) - CLBW 800

All-Tach® Narrow All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity

N51502697 N51502013 N51502429 N51502430 441 mm 800 kg

Overall weight Overall height Overall length Width
Minimum diameter

/ Maximum
diameter

227 kg 810 mm 1310 mm 1587 mm
820 mm / 1504

mm

Mandatory machine equipment:

ON FORK HANDLING SOLUTIONS

Carriage Floating Load Backrest And Forks (MT - MLT)
Carriage Floating Load Backrest And Forks (MT - MLT) - CAF 1000 / 1.5 LB

All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity Overall weight

52693600 52723634 52723635 168 mm 1500 kg 175 kg

Overall height Overall length Width

1049 mm 1384 mm 1156 mm

Mandatory machine equipment:



ULM 415 H - COMPATIBLE ATTACHMENTS

ON FORK HANDLING SOLUTIONS

Tilting Forks Carriage
Tilting Forks Carriage - CAT 1020 / 1500 + 2 F 100x40x1200

All-Tach® 4 point Carriage Euro Carriage Capacity Overall weight Overall height

52706271 52723636 52723637 1500 kg 137 kg 695 mm

Overall length Width

1372 mm 1052 mm

Mandatory machine equipment:

FORKS & GRABS

Bale Forks (Compact machines)
Bale Forks (Compact machines) - FB 950 / 700 LB

All-Tach® Narrow All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity

N51502698 N51502687 N51502688 N51502689 155 mm 700 kg

Overall weight Overall height Overall length Forks length Width Depth

72 kg 1061 mm 1230 mm 950 mm 1127 mm 1230 mm

Mandatory machine equipment:

FORKS & GRABS

Manure Fork With Grapple
Manure Fork With Grapple - FFGR 1500 / 600

All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity Heaped capacity

52737500 52742068 52742069 361 mm 720 kg 600 l

Overall weight Overall length Forks length Forks spread Width
Closed grapple

height

340 kg 1274 mm 810 mm 225 mm 1535 mm 879 mm

Mandatory machine equipment:

JIBS

Big Bag Handler
Big Bag Handler - HBB 1500 / 2400

Reference number
Reference number

E-RECO
Skid Steer

Carriage reference
4 point Carriage Euro Carriage

Distance to center
of gravity

52781808 931627 52578030 52742058 52742059 388 mm

Capacity Overall weight Overall height Overall length Forks spread Width

2400 kg 186 kg 1322 mm 1643 mm 750 mm 1356 mm

Mandatory machine equipment:



ULM 415 H - COMPATIBLE ATTACHMENTS

JIBS

Frame Mounted Hook
Frame Mounted Hook - JH 2500

All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Capacity Overall weight

52579090 52742070 52742071 229 mm 2500 kg 85 kg

Max. outreach Overall height Overall length Width

506 mm 605 mm 654 mm 696 mm

Mandatory machine equipment:

SWEEPER & CLEANER

Broom Bucket (Compact machines)
Broom Bucket (Compact machines) - SCB 1525 (c)

All-Tach® 4 point Carriage Euro Carriage Overall weight Overall height Width

52715996 52741071 52741070 374 kg 637 mm 1737 mm

Depth

1325 mm

Mandatory machine equipment:

SNOW REMOVING SOLUTIONS

Snow blade (Compact machines)
Snow blade (Compact machines) - BLS 1650 / 900

All-Tach® 4 point Carriage Euro Carriage Overall weight Overall height Width

N51502221 52741074 52741072 250 kg 700 mm 1650 mm

Depth

900 mm

Mandatory machine equipment: +

MISCELLANEOUS ATTACHMENTS

Mower (Compact machines)
Mower (Compact machines) - MV 1500

All-Tach® 4 point Carriage Euro Carriage Overall weight Overall height Overall length

52728002 52741076 52741075 268 kg 633 mm 999 mm

Width

1664 mm

Mandatory machine equipment: +



ULM 415 H - COMPATIBLE ATTACHMENTS

MISCELLANEOUS ATTACHMENTS

Pruning clipper (Compact machines)
Pruning clipper (Compact machines) - PRC 1500 / 180 R

All-Tach® 4 point Carriage Euro Carriage
Distance to center

of gravity
Overall weight Overall height

52728899 52741065 52741064 494 mm 300 kg 650 mm

Overall length Width
Maximum
diameter

1545 mm 1200 mm 150 mm

Mandatory machine equipment: +



Head Office

B.P. 249 - 430 rue de l’Aubinière
44150 Ancenis Cedex - France

Tel: +33 (0)2 40 09 10 11 - Fax: +33 (0)2 40 09 10 97
www.manitou.com

This publication provides a description of the configuration versions and options for Manitou products, which may differ for equipment. The equipment presented in this
brochure may be part of a series, as an option, or it may not be available, depending on the versions. Manitou reserves the right, at any time and without notice, to amend the

specifications described and represented. The specifications provided do not bind the manufacturer. For more details, please contact your Manitou agent. This is not a
contractually binding document. The presentation of the products is not contractually binding. List of specifications non-exhaustive. The logos as well as the visual identity of
the company are owned by Manitou and cannot be used without authorisation. All rights reserved. The photos and diagrams contained in this brochure are only provided for

consultation and information purposes.
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