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1650R - TECHNICAL DATA

Capacities Metric

Rated Operating Capacity 748 kg

Rated Operating Capacity with Optional Counterweight 816.50 kg

Unladen weight 2796 kg

Weight and dimensions

Wheelbase y 988 mm

Overall Operating Height - Fully Raised h27 3876 mm

Height to Hinge Pin - Fully Raised h28 3022.60 mm

Overall Height to top of ROPS h17 1948 mm

Dump angle at full height a5 38 °

Dump height h29 2380 mm

Overall length with bucket l16 3101 mm

Dump reach - Full height r6 579 mm

Rollback at ground a13 28 °

Seat to ground height h30 904 mm

Overall width less bucket b1 1580 mm

Bucket Width e1 1562 mm

Ground clearance m4 160 mm

Overall length - Less Bucket l2 2385 mm

Departure angle a2 21 °

Clearance Radius - Front with Bucket b18 1869 mm

Performances

Travel speed (unladen) 12.60 km/h

Travel Speed with Two-Speed Option - Maximum 19.50 km/h

Wheels

Standard tires 10.00 x 16.5 HD

Engine

Engine brand Yanmar

Engine model 4TNV88C-KMS

Engine norm Stage V

Max. torque / Engine rotation 241 Nm / 2500 rpm

Power source Diesel

Engine power (Hp / kW) 69.73 Hp / 51 kW

Battery voltage 12 V

Alternator 100 kW

Starter 3 kW

Hydraulics

Standard flow - Auxiliary hydraulics 71.40 l/min

Auxiliary Hydraulic Pressure 207 bar

High-Flow Auxiliary Hydraulics - Option 114 l/min

High-Flow Auxiliary Hydraulics Pressure - Option 179 bar

Tank capacities

Fuel tank capacity 62.50 l

Hydraulic tank capacity 41.60 l

Displacement 3.30 l

Noise and vibration

Noise to environment (LwA) 101 dB

Noise at driving position (LpA) 85 dB

Whole-Body Vibration (ISO 2631-1) 0.90 m/s²

Vibration on hands/arms < 1.77 m/s²
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1650R - COMPATIBLE ATTACHMENTS

BUCKETS

Bucket 4 in 1 (Compact machines)
Bucket 4 in 1 (Compact machines) - B4x1 1680 / 370

All-Tach® Heaped capacity Overall weight Overall height Width Depth

N747018 370 l 328 kg 721 mm 1680 mm 730 mm

Mandatory machine equipment:

BUCKETS

Bucket 4 in 1 with Teeth (Compact machines)
Bucket 4 in 1 with Teeth (Compact machines) - B4x1 1680 / 370 T

All-Tach® Heaped capacity Overall weight Overall height Width Depth

N747019 370 l 328 kg 721 mm 1680 mm 730 mm

Mandatory machine equipment:

BUCKETS

High strength demolition bucket (Compact machines)
High strength demolition bucket (Compact machines) - BD 1760 / 580

All-Tach® Heaped capacity Overall weight Overall height Width Depth

N757007 500 l 190 kg 502 mm 1760 mm 924 mm

Mandatory machine equipment:

BUCKETS

Industrial Grapple Bucket (Compact machines)
Industrial Grapple Bucket (Compact machines) - BGI 1680 / 560 (a)

All-Tach® Heaped capacity Overall weight Width
Closed grapple

height
Depth

N757015 560 l 400 kg 1680 mm 761 mm 1007 mm

Mandatory machine equipment:



1650R - COMPATIBLE ATTACHMENTS

BUCKETS

Light Material Bucket (Compact machines)
Light Material Bucket (Compact machines) - BLM 1680 / 670

All-Tach® Capacity Heaped capacity Overall weight Overall height Width

N747011 670 kg 670 l 242 kg 605 mm 1680 mm

Depth

1023 mm

Mandatory machine equipment:

BUCKETS

Standard Digging Bucket (Compact machines)
Standard Digging Bucket (Compact machines) - BS 1680 / 400

All-Tach® Heaped capacity Overall weight Overall height Width Depth

N747002 400 l 148 kg 450 mm 1680 mm 843 mm

Mandatory machine equipment:

Standard Digging Bucket (Compact machines) - BS 1760 / 580

All-Tach® Heaped capacity Overall weight Overall height Width Depth

N748001 500 l 190 kg 502 mm 1760 mm 924 mm

Mandatory machine equipment:

BUCKETS

Standard Digging Bucket with Teeth (Compact machines)
Standard Digging Bucket with Teeth (Compact machines) - BS 1680 / 400 T (a)

All-Tach® Heaped capacity Overall weight Overall height Width Depth

N747005 400 l 148 kg 450 mm 1680 mm 843 mm

Mandatory machine equipment:



1650R - COMPATIBLE ATTACHMENTS

Standard Digging Bucket with Teeth (Compact machines) - BS 1760 / 580 T

All-Tach® Heaped capacity Overall weight Overall height Width Depth

N748002 500 l 190 kg 502 mm 1760 mm 924 mm

Mandatory machine equipment:

BUCKETS

Utility Bucket (Compact machines)
Utility Bucket (Compact machines) - BU 1680 / 590

All-Tach® Capacity Heaped capacity Overall weight Overall height Width

N747008 885 kg 590 l 250 kg 572 mm 1680 mm

Depth

948 mm

Mandatory machine equipment:

Utility Bucket (Compact machines) - BU 1760 / 690

All-Tach® Capacity Heaped capacity Overall weight Overall height Width

N757009 1035 kg 690 l 255 kg 645 mm 1760 mm

Depth

952 mm

Mandatory machine equipment:

ON FORK HANDLING SOLUTIONS

Pallet Forks Carriage (Compact machines)
Pallet Forks Carriage (Compact machines) - CAT 1220 / 1100 (a)

Capacity Overall height Forks length Width Depth

1100 kg 890 mm 1100 mm 1212 mm 1318 mm

Mandatory machine equipment:



1650R - COMPATIBLE ATTACHMENTS

Pallet Forks Carriage (Compact machines) - CAT 1220 / 1200 (a)

Capacity Overall height Forks length Width Depth

1200 kg 890 mm 1200 mm 1212 mm 1318 mm

Mandatory machine equipment:

FORKS & GRABS

Bale Forks (Compact machines)
Bale Forks (Compact machines) - FB 1110

All-Tach® Capacity Overall weight Overall height Overall length Forks length

N747028 560 kg 75 kg 560 mm 1186 mm 955 mm

Width Depth

1170 mm 1110 mm

Mandatory machine equipment:

FORKS & GRABS

Manure Fork (Compact machines)
Manure Fork (Compact machines) - FM 1680

All-Tach® Overall weight Overall height Width Depth

N747023 134 kg 600 mm 1680 mm 870 mm

Mandatory machine equipment:

FORKS & GRABS

Manure Fork With Grapple (Compact machines)
Manure Fork With Grapple (Compact machines) - FMG 1680 / 600 (a)

All-Tach® Heaped capacity Overall weight Overall height Width Depth

N747025 600 l 240 kg 796 mm 1680 mm 1028 mm

Mandatory machine equipment:



1650R - COMPATIBLE ATTACHMENTS

SWEEPER & CLEANER

Angle Broom (Compact machines)
Angle Broom (Compact machines) - SCA 1900

All-Tach® Overall weight Overall height Width Depth

N51502367 400 kg 684 mm 1908 mm 1331 mm

Mandatory machine equipment:

SWEEPER & CLEANER

Broom Bucket (Compact machines)
Broom Bucket (Compact machines) - SCB 1680 (a)

All-Tach® Overall weight Overall height Width Depth

N747032 430 kg 690 mm 1933 mm 1308 mm

Mandatory machine equipment:

EARTH DRILLING AND DIGGING SOLUTIONS

Hydraulic hammer (Compact machines)
Hydraulic hammer (Compact machines) - H 160

All-Tach® Overall weight Overall height Minimum diameter

N51502210 162 kg 932 mm 53.70 mm

Mandatory machine equipment:

Hydraulic hammer (Compact machines) - H 162

All-Tach® Narrow Overall weight Overall height Minimum diameter

N51502210 162 kg 932 mm 53.70 mm

Mandatory machine equipment:



1650R - COMPATIBLE ATTACHMENTS

Hydraulic hammer (Compact machines) - H 240

All-Tach® Overall weight Overall height Minimum diameter

N51502211 236 kg 1016 mm 67.50 mm

Mandatory machine equipment:

SNOW REMOVING SOLUTIONS

Snow blade (Compact machines)
Snow blade (Compact machines) - BLS 2100 / 900 (a)

All-Tach® Overall weight Overall height Width Depth

N51502225 350 kg 700 mm 2100 mm 900 mm

Mandatory machine equipment: +

SNOW REMOVING SOLUTIONS

Snow blower (Compact machines)
Snow blower (Compact machines) - SBL 1800

All-Tach® Overall weight Overall height Width Diameter 1 Diameter 2

N51502228 480 kg 1500 mm 1800 mm 450 mm 420 mm

Mandatory machine equipment: + +

LEVELLING SOLUTIONS

Dozer Blade - Hydraulic (Compact machines)
Dozer Blade - Hydraulic (Compact machines) - BLD 1800 H (a)

All-Tach® Overall weight Overall height Width Depth

N757043 270 kg 677 mm 1800 mm 813 mm



1650R - COMPATIBLE ATTACHMENTS

LEVELLING SOLUTIONS

Dozer Blade - Manual (Compact machines)
Dozer Blade - Manual (Compact machines) - BLD 1800 (a)

All-Tach® Overall weight Overall height Width Depth

N51502488 205 kg 677 mm 1800 mm 813 mm

MISCELLANEOUS ATTACHMENTS

Forestry and stone mulcher
Forestry and stone mulcher - M 1800 SK

All-Tach® Overall weight Overall height Overall length Width

52830830 820 kg 1149 mm 1025 mm 1775 mm

Mandatory machine equipment: + +
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